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(3) Struck by any car moving under
its own momentum.

(c) A placarded flatcar, or a flatcar
carrying a placarded transport vehicle,
freight container, or bulk packaging
under this subchapter may not be cut
off while in motion.

(d) No rail car moving under its own
momentum may be permitted to strike
any placarded flatcar or any flatcar
carrying a placarded transport vehicle,
freight container, or bulk packaging.

(e) No placarded flatcar or any flat-
car carrying a placarded transport ve-
hicle, freight container, or bulk pack-
aging may be coupled into with more
force than is necessary to complete the
coupling.

(f) When transporting a rail car,
transport vehicle, or freight container
placarded for Division 1.1 or 1.2 (Class
A explosive) materials in a terminal,
yard, or on a side track or siding, the
placarded rail car must be separated
from the engine by at least one non-
placarded rail car and must be placed
in a location so that it will be safe
from danger of fire. A rail car, trans-
port vehicle, or freight container plac-
arded for Division 1.1 or 1.2 (Class A ex-
plosive) materials may not be placed
under a bridge or overhead crossing, or
in or alongside a passenger shed or sta-
tion, except during transfer operations.

[Amdt. 174–68, 55 FR 52680, Dec. 21, 1990, as
amended at 56 FR 66281, Dec. 20, 1991; Amdt.
174–75, 58 FR 50237, Sept. 24, 1993; Amdt. 174–
77, 59 FR 48549, Sept. 21, 1994; Amdt. 174–83, 61
FR 51339, Oct. 1, 1996]

§ 174.84 Position in train of loaded
placarded rail cars, transport vehi-
cles, freight containers or bulk
packagings when accompanied by
guards or technical escorts.

A rail car placarded in Division 1.1 or
1.2 (Class A explosive); Division 2.3

(Hazard Zone A; poisonous gas); or Di-
vision 6.1 (PG I, Hazard Zone A; poi-
sonous liquid) in a moving or standing
train must be next to and ahead of any
car occupied by the guards or technical
escorts accompanying the placarded
rail car. However, if a rail car occupied
by the guards or technical escorts has
temperature control equipment in op-
eration, it must be the fourth car be-
hind any car requiring Division 1.1 or
1.2 (Class A explosive) placards.

[Amdt. 174–68, 55 FR 52680, Dec. 21, 1990, as
amended at 56 FR 66281, Dec. 20, 1991]

§ 174.85 Position in train of placarded
cars, transport vehicles, freight
containers, and bulk packagings.

(a) Except as provided in paragraphs
(b) and (c) of this section, the position
in a train of each loaded placarded car,
transport vehicle, freight container,
and bulk packaging must conform to
the provisions of this section.

(b) A car placarded ‘‘RADIOACTIVE’’
must comply with train positioning re-
quirements of paragraph (d) of this sec-
tion and must be separated from a lo-
comotive, occupied caboose, or carload
of undeveloped film by at least one
non-placarded car.

(c) A tank car containing the residue
of a hazardous material must be sepa-
rated from a locomotive or occupied
caboose by at least one rail car other
than a placarded tank car.

(d) Position of rail cars in a train. In
the following table:

POSITION IN TRAIN OF PLACARDED CARS TRANSPORTING HAZARDOUS MATERIALS

RESTRICTIONS

Placard
Group 1

Placard Group
2

Placard Group
3

Placard
Group 4

Rail Car Tank
Car

Rail
Car

Tank
Car

Rail
Car Rail Car

1. When train length permits, placarded car may not be nearer than
the sixth car from the engine or occupied caboose.

X X X

2. When train length does not permit, placarded car must be placed
near the middle of the train, but not nearer than the second car
from an engine or occupied caboose.

X X X

3. A placarded car may not be placed next to an open-top car when
any of the lading in the open top car protrudes beyond the car
ends, or if the lading shifted, would protrude beyond the car ends..

X X X
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POSITION IN TRAIN OF PLACARDED CARS TRANSPORTING HAZARDOUS MATERIALS—Continued

RESTRICTIONS

Placard
Group 1

Placard Group
2

Placard Group
3

Placard
Group 4

Rail Car Tank
Car

Rail
Car

Tank
Car

Rail
Car Rail Car

4. A placarded car may not be placed next to a loaded flat car, ex-
cept closed TOFC/COFC equipment, auto carriers, and other spe-
cially equipped cars with tie-down devices for securing vehicles.
Permanent bulk head flat cars are considered the same as open-
top cars.

X X X

5. A placarded car may not be placed next to any transport vehicle
or freight container having an internal combustion engine or an
open-flame device in operation..

X X X

6. Placarded cars may not be placed next to each other based on
the following:

Placard Group 1 ............................................................................. X X X X X
Placard Group 2 ............................................................................. X X X X
Placard Group 3 ............................................................................. X X X X
Placard Group 4 ............................................................................. X X X X X

PLACARD GROUP:
Group 1—Divisions 1.1 and 1.2 (Class A explosive) materials.
Group 2—Divisions 1.3, 1.4, 1.5 (Class B and C explosive), Class 2 (compressed gas; other than Div 2.3, PG I, Zone A),

Class 3 (flammable liquid), Class 4 (flammable solid), Class 5 (oxidizing), Class 6 (poisonous liquid; other than Div 6.1, PG I,
Zone A), and Class 8 (corrosive) materials.

Group 3—Divisions 2.3 (Zone A; poisonous gas) and 6.1 (PG I, Zone A; poisonous liquid) materials.
Group 4—Class 7 (radioactive) materials.

(1) Where an ‘‘X’’ appears at the
intersection of a Placard Group column
and a Restriction row, the cor-
responding restriction applies.

(2) ‘‘Rail Car’’ means a car other than
a tank car.

(3) For purposes of this subpart, each
unit of an articulated intermodal rail
car shall be considered as one car.

[Amdt. 174–68, 55 FR 52680, Dec. 21, 1990, as
amended at 57 FR 45464, Oct. 1, 1992; Amdt.
174–83, 61 FR 28678, June 5, 1996; Amdt.174–83,
61 FR 50255, Sept. 25, 1996; Amdt. 174–83, 61
FR 51339, Oct. 1, 1996; 64 FR 51919, Sept. 27,
1999]

§ 174.86 Maximum allowable operating
speed.

For molten metals and molten glass
shipped in packagings other than those
prescribed in § 173.247 of this sub-
chapter, the maximum allowable oper-
ating speed may not exceed 15 mph for
shipments by rail.

[Amdt. 174–69, 56 FR 49990, Oct. 2, 1991]

Subpart E—Class I (Explosive)
Materials

§ 174.101 Loading Class 1 (explosive)
materials.

(a) Boxes containing Division 1.1 or
1.2 (Class A explosive) materials must
be loaded so that the ends of wooden

boxes will not bear against sides of any
fiberboard boxes and so that the ends
of any box will not cause a pressure
point on a small area of another box.

(b) Explosive bombs, unfuzed projec-
tiles, rocket ammunition and rocket
motors, Division 1.1, 1.2, or 1.3 (Class A
or Class B explosive) materials, which
are not packed in wooden boxes, or
large metal packages of incendiary
bombs, each weighing 226 kg (500
pounds) or more, may be loaded in
stock cars or in flat bottom gondola
cars only if they are adequately braced.
Boxed bombs, rocket ammunition and
rocket motors, Division 1.1, 1.2, or 1.3
(Class A or Class B explosive) mate-
rials, which due to their size cannot be
loaded in closed cars, may be loaded in
open-top cars or on flatcars, provided
they are protected from the weather
and accidental ignition.

(c) Boxes of Division 1.1 or 1.2 (Class
A explosive) materials packed in long
cartridges, bags, or sift-proof liners,
and containing no liquid explosive in-
gredient, may be loaded on their sides
or ends.

(d) Division 1.1 or 1.2 (Class A explo-
sive) materials may not be loaded high-
er than any permanent car lining un-
less additional lining is provided as
high as the lading.

(e) When the lading of a car includes
any Class 1 (explosive) materials, the
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